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Environmental Protection Agency § 63.7925 

(i) You will meet the requirements in 
§§ 63.1021 through 63.1037 that apply to 
your affected equipment. 

(ii) You have identified the equip-
ment subject to control according to 
the requirements in § 63.1022, including 
equipment designated as unsafe to 
monitor, and have records supporting 
the determinations with a written plan 
for monitoring the equipment accord-
ing to the requirements in 
§ 63.1022(c)(4). 

§ 63.7922 How do I demonstrate con-
tinuous compliance with the work 
practice standards for equipment 
leaks? 

(a) You must demonstrate contin-
uous compliance with the emissions 
limitations and work practice stand-
ards in § 63.7920 applicable to your af-
fected equipment by meeting the re-
quirements in paragraphs (b) through 
(d) of this section that apply to you. 

(b) If you control equipment leaks ac-
cording to the requirements under 
§ 63.7920(b)(1), you must demonstrate 
continuous compliance by inspecting, 
monitoring, repairing, and maintaining 
records according to the requirements 
in §§ 63.1002 through 63.1018 that apply 
to your affected equipment. 

(c) If you control equipment leaks ac-
cording to the requirements under 
§ 63.7920(b)(2), you must demonstrate 
continuous compliance by inspecting, 
monitoring, repairing, and maintaining 
records according to the requirements 
in §§ 63.1021 through 63.1039 that apply 
to your affected equipment. 

(d) You must keep records to dem-
onstrate compliance with the require-
ments according to the requirements in 
§ 63.7952. 

CLOSED VENT SYSTEMS AND CONTROL 
DEVICES 

§ 63.7925 What emissions limitations 
and work practice standards must I 
meet for closed vent systems and 
control devices? 

(a) For each closed-vent system and 
control device you use to comply with 
requirements in §§ 63.7890 through 
63.7922, as applicable to your affected 
sources, you must meet the emissions 
limitations and work practice stand-
ards in this section. 

(b) Whenever gases or vapors con-
taining HAP are vented through the 
closed-vent system to the control de-
vice, the control device must be oper-
ating except at those times listed in ei-
ther paragraph (b)(1) or (2) of this sec-
tion. 

(1) The control device may be by-
passed for the purpose of performing 
planned routine maintenance of the 
closed-vent system or control device in 
situations when the routine mainte-
nance cannot be performed during peri-
ods that the emission point vented to 
the control device is shutdown. On an 
annual basis, the total time that the 
closed-vent system or control device is 
bypassed to perform routine mainte-
nance must not exceed 240 hours per 
each calendar year. 

(2) The control device may be by-
passed for the purpose of correcting a 
malfunction of the closed-vent system 
or control device. You must perform 
the adjustments or repairs necessary to 
correct the malfunction as soon as 
practicable after the malfunction is de-
tected. 

(c) For each closed vent system, you 
must meet the work practice standards 
in § 63.693(c). 

(d) For each control device other 
than a flare or a control device used to 
comply with the facility-wide process 
vent emission limits in § 63.7890(b), you 
must control HAP emissions to meet 
either of the emissions limits in para-
graphs (d)(1) or (2) of this section ex-
cept as provided for in paragraph (f) of 
this section. 

(1) Reduce emissions of total HAP 
listed in Table 1 of this subpart or TOC 
(minus methane and ethane) from each 
control device by 95 percent by weight; 
or 

(2) Limit the concentration of total 
HAP listed in Table 1 of this subpart or 
TOC (minus methane and ethane) from 
each combustion control device (a 
thermal incinerator, catalytic inciner-
ator, boiler, or process heater) to 20 
ppmv or less on a dry basis corrected to 
3 percent oxygen. 

(e) If you use a flare for your control 
device, then you must meet the re-
quirements for flares in § 63.11(b). 

(f) If you use a process heater or boil-
er for your control device, then as al-
ternative to meeting the emissions 
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